
5 x 6 Coop 
Assembly Manual 

Please read through this entire manual before begin ning construction. 

Tools Needed:
- tin snips  
- power screw driver with square head bit 



5 x 6 COOP KIT CONTENTS

Contents:

Floor
 Part of packing crate 
 Legs may or may not be attached

(see next page)

Front Wall Panel with 
Wire Mesh Panels 

Front Wall – Nest Box Cover 
with hinges 

Back Wall Panel Right Wall Panel with Chicken Door Left Wall Panel with Person Door 

Metal Trim (*Duratemp coops only)
Drip Edge Pre-Assembled Roost Bars 

Paint or Stain & Brush (*Touch-up Siding)

2 Bags of Screws 

 2 ¼” Screws  Drip Edge & 
Shingles

5 Nest Box 
Dividers – 

notched to fit 
onto sill 

Shingles

Also included (but not shown):
 Nest Box Sill (marked for nest divider 

placement) 
 OSB Roof Sheathing – 2pieces
 Rafters – 2 (pre-assembled)
 Face Plate – front & back wall
 Chicken Ramp



Assembly Instructions:
When your kit arrives, unpack the container, inspect the components to make sure nothing is missing or damaged.

BEFORE YOU START:

Fig. A  Your coop will arrive in 
a container like this if 
delivered by commercial 
carrier.

Fig. B  Your coop will arrive in 
a container like this if 
delivered by our driver.

PLEASE NOTE

 If you did NOT order wheels for your coop, the legs will be attached (*Fig. B) regardless of delivery method (or 
packaging). 

 If you DID order wheels, your container (or pallet) will NOT have legs attached (*Fig. A) regardless of delivery 
method (or packaging). The wheels take the place of the coop legs and must be installed. Install the wheels first  to 
avoid having to elevate the fully assembled coop. 

 The coop floor will be marked to show which side is for: 
 Front Wall 
 Back Wall 
 Right Side Wall – “Chicken” Door 
 Left Side Wall – “Person” Door 

Tools Needed:

 Power screw driver with #2 square bit head 
 Tin snips 
 Tape measure 

 You are now ready to build your coop! 
 As you assemble the coop, it’s a good idea to have a helper—one person to hold the pieces securely in place and the 

other person to screw them together. 



WALLS:

 Place the left wall panel 
onto the coop floor as 
shown. The floor is 
marked for your 
convenience.

 Attach the wall to the 
floor with the 2 1/4” 
screws where indicated. 

 As you work, make sure 
all edges are tight and 
flush before screwing 
them together.  

 Use four to six 2 1/4” 
screws, evenly spaced, 
to attach the left wall to 
the base from the 
outside.

 You are now ready to 
lift the front wall panel 
into place. 

 Working from inside the coop, 
use the 2 1/4” screws to attach 
the front panel to the left wall as 
shown.

 Next use screws along the bottom to attach the wall to the floor as shown.

ROOST BARS:
 Set the roost bars into the wall as shown, and use one 

or two screws to attach the lower part of the roost to 
the wall frame. 

 Have someone hold up the other end of the roost or 
prop it up until you attach the opposite wall. 



WALLS Part II:

 Place the right wall 
panel onto the coop 
floor as shown. 

 Sset the roost bars into 
the wall, and make sure 
the walls align.

 Next, attach the wall 
panel to the floor, using 
the screws as shown.

 Screw through the bottom 
frame and into the floor. 

 Then use screws to 
attach the front panel to 
the right wall as shown.

 Finally, use screws 
(10” – 12” apart) to 
secure the right side 
wall to the floor from 
the outside. 

 Using the 2 1/4” screws, attach the front panel to the side panels from the outside. 
 Use 3 screws, evenly spaced, on both the left and the right side of the front wall. 

ROOST BARS Part II:

 Now with both side walls on, attach the lower part of 
the roost bars to the framing as before. 

 Then attach the upper part of the roost bars by 
putting screws in through the frame from outside. 
Repeat on both sides. 



WALLS Part III:

 Lift the back wall into place.
 Make sure all edges are tight and 

flush before screwing them 
together.

 Have one person hold the walls 
tightly in place while the other 
person attaches the wall from 
inside the coop. 

 Screw the wall to the floor by 
putting evenly spaced 2 1/4" 
screws through the bottom frame 
as shown.

 Use screws where shown to attach 
the back wall to the side walls and 
the floor from the outside. 

NEST BOXES - INTERIOR:

 Line up the nest box 
partitions with the nest box 
sill as shown, with the notch 
in the partition resting on the 
sill.

 Note:  The sill will be pre-
marked to show proper 
spacing of the nest box 
dividers.

 Working right to left, use the 
2 1/4” screws to attach the 
nest box dividers to the floor. 

 Drive 1-2 screws through each side of the 
divider “foot” to secure the partition. 

 Your nest box dividers should look something like this 
when you’re finished. 



FINISH NEST BOX - EXTERIOR:

 Place the front panel over the nest 
box area as shown.

 Use two 2 ¼” screws to attach the 
panel to the left and right walls as 
shown.

 Use six 2 ½” screws, evenly 
spaced, across the front to attach 
the panel to the coop floor.

Holes are pre-drilled!

 When attaching the nest box lid, 
make sure the hinges face the top 
of the panel and are outside the 
coop.

 Align the holes on the nest box lid 
hinge to the pre-drilled holes in 
the coop. 

 Attach the lid to the coop using the 
2 ¼” screws. 

 Repeat for the other side of the lid. 

 It’s a good idea to have a helper 
hold the nest box lid tightly 
against the coop while you screw 
on the hinge to ensure a secure 
fit. 

 The front of your coop should now 
look something like this. 



RAFTERS:

 Place the rafters on top of the coop and into the pre-cut 
spaces on the front wall. 

 The top of the wall is marked to show rafter 
placement. 

 Attach the rafters to the back wall of the coop using a 
2 1/4” screw on either side to secure it to the wall. 

 Drive the screws in at an angle. 

 NOTE:  The rafters will extend out past the front wall. 
 Attach the rafters to the front wall the same way you 

did to the back wall. 
 Drive the screws in at an angle. 

ROOF SHEATHING:

 Your kit comes with two pieces of 
OSB roof sheathing. 

 The narrow piece is for the front of the 
coop.  The wider piece is for the back 
of the coop. 

 The pieces should fit the top of the 
coop with all edges matching up 
exactly.

 Attach the roof sheathing to 
the coop as shown. 

 Screw into the side walls 
and the rafters on both front 
and back of the coop.

NOTE:  The rafters extend slightly beyond the 
back edge of the roof sheathing.  This will be 
completely covered by the drip edge as you’ll 
see in the next step. 

 Use eight screws (evenly spaced) 
per side, starting about 2” in from 
the edge.



FACE BOARD:
 The kit includes two 

face boards, one for 
the front wall and 
one for the back wall.

 Screw the face boards 
to the coop as shown. 

 One screw on each 
roof edge and one 
through each of the 
rafters.

CORNER TRIM:

 The corner trim is pre-
cut.

 The shortest pieces go 
on the front of the coop 
by the next box. 

 The medium sized 
pieces go on the front 
wall panel by the 
windows.

 Longer pieces are for the 
back.

 Use three or four of the 
screws on both sides of 
the trim to attach it to 
the coop. 

DRIP EDGE:
 The drip edge is pre-cut 

and marked. 
 Shorter pieces go on the 

sides.
 Longer pieces are for 

the front and back.

 Using the smaller 
screws, attach the drip 
edge to the roof 
sheathing as shown. 

 All pieces should align 
to each other and the 
edges of the roof.
Drip edge can be trimmed if 
needed.

 You will have to cut and bend the 
drip edge to fit it over the peak of 
the roof. 

 Make a cut on the flat side of the 
drip edge just to the point where it 
starts to flare outward. 

 Bend the drip edge and fit it tightly 
against the edge of the roof 
sheathing.

 Screw into place using the small 
screws as shown above. 

 Use four to six screws per edge to 
attach. 



SHINGLES:
 Start the shingles on the back of the coop and work towards the center peak. 
 Use the smaller screws to attach the shingles to the OSB roof sheathing. 
 Lay the first row of shingles on the right side of the coop and work across to the left side of the coop. 
 For the next row of shingles, work left to right, etc. 
 See shingle wrapper for additional instructions

 The first row of 
shingles should overlap 
the drip edge by about 
¼” to ½”. 

 Use the smaller screws 
to attach. 

 The second row of 
shingles should 
completely cover the 
first row as shown. 

 Attach each shingle 
with two to four screws 
as needed. 

 Start the next row by 
aligning them as 
shown, taking note of 
the overlap and the 
staggering of the 
individual shingles. 

 On the sides, the 
shingles should 
completely overlap the 
drip edge by about ¼” 
to ½”. 

 Continue laying shingles, 
overlapping as shown, 
until you reach the peak of 
the roof. 

 Use the capper strip of 
shingles for the last row. 

 When you reach the peak of the roof there will most likely be several inches, from the last row of 
shingles that extend beyond the peak.

 Fold the shingles over the peak and screw in place.
 Repeat the process above to shingle the other side of the coop roof.
 Again, when you reach the peak, fold the shingles over and nail in place.
 Finish the roof by laying a capper strip over the peak and nailing it in place on both sides. 

Finished Roof Close up of finished roof peak

REMEMBER:

See shingle wrapper for additional instructions



FINISHING TOUCHES:

Congratulations!  Your coop is now complete. 

Just one more thing before your feathered residents move in:  Use the touch-up paint to cover the exposed screw 
heads and any scuffs, scratches or dings that occurred during shipping or assembly.   
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Installing the Coop Wheels
(Use for all coops)

Pictured:  5x6 Coop

NOTE:  the wheels that swivel 
should be mounted on the same side 
of the coop as the handle attachment. 

Elevate the front of the coop (about 
12-14”) using a car jack or a solid, 
stable object. 

Position the wheel on the cross beam 
as shown. 

Attach each wheel to the cross beam 
using four 2 ½” screws (included). 

 Screw holes are predrilled on the 
heel bracket.  

 Use 2 screws on each side of the 
wheel bracket. 


